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§3162.5-2

extinguish fires. An operator’s compli-
ance with the requirements of the reg-
ulations in this part shall not relieve
the operator of the obligation to com-
ply with other applicable laws and reg-
ulations.

(d) When reasonably required by the
authorized officer, a contingency plan
shall be submitted describing proce-
dures to be implemented to protect
life, property, and the environment.

(e) The operator’s liability for dam-
ages to third parties shall be governed
by applicable law.

[47 FR 47765, Oct. 27, 1982. Redesignated and
amended at 48 FR 36583-36586, Aug. 12, 1983,
further amended at 53 FR 17363, May 16, 1988;
53 FR 22847, June 17, 1988]

§3162.5-2 Control of wells.

(a) Drilling wells. The operator shall
take all necessary precautions to keep
each well under control at all times,
and shall utilize and maintain mate-
rials and equipment necessary to in-
sure the safety of operating conditions
and procedures.

(b) Vertical drilling. The operator
shall conduct drilling operations in a
manner so that the completed well
does not deviate significantly from the
vertical without the prior written ap-
proval of the authorized officer. Sig-
nificant deviation means a projected
deviation of the well bore from the
vertical of 10° or more, or a projected
bottom hole location which could be
less than 200 feet from the spacing unit
or lease boundary. Any well which de-
viates more than 10° from the vertical
or could result in a bottom hole loca-
tion less than 200 feet from the spacing
unit or lease boundary without prior
written approval must be promptly re-
ported to the authorized officer. In
these cases, a directional survey is re-
quired.

(c) High pressure or loss of circulation.
The operator shall take immediate
steps and utilize necessary resources to
maintain or restore control of any well
in which the pressure equilibrium has
become unbalanced.

(d) Protection of fresh water and other
minerals. The operator shall isolate
freshwater-bearing and other usable
water containing 5,000 ppm or less of
dissolved solids and other mineral-
bearing formations and protect them
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from contamination. Tests and surveys
of the effectiveness of such measures
shall be conducted by the operator
using procedures and practices ap-
proved or prescribed by the authorized
officer.

[47 FR 47765, Oct. 27, 1982. Redesignated and
amended at 48 FR 36583-36586, Aug. 12, 1983,
further amended at 53 FR 17363, May 16, 1988]

§3162.5-3 Safety precautions.

The operator shall perform oper-
ations and maintain equipment in a
safe and workmanlike manner. The op-
erator shall take all precautions nec-
essary to provide adequate protection
for the health and safety of life and the
protection of property. Compliance
with health and safety requirements
prescribed by the authorized officer
shall not relieve the operator of the re-
sponsibility for compliance with other
pertinent health and safety require-
ments under applicable laws or regula-
tions.

[47 FR 47765, Oct. 27, 1982. Redesignated and
amended at 48 FR 36583-36586, Aug. 12, 1983,
further amended at 53 FR 17363, May 16, 1988]

§3162.6 Well and facility identifica-
tion.

(a) Every well within a Federal or In-
dian lease or supervised agreement
shall have a well indentification sign.
All signs shall be maintained in a leg-
ible condition.

(b) For wells located on Federal and
Indian lands, the operator shall prop-
erly identify, by a sign in a con-
spicuous place, each well, other than
those permanently abandoned. The
well sign shall include the well num-
ber, the name of the operator, the lease
serial number, the surveyed location
(the quarter-quarter section, section,
township and range or other authorized
survey designation acceptable to the
authorized officer; such as metes and
bounds). When approved by the author-
ized officer, individual well signs may
display only a unique well name and
number. When specifically requested
by the authorized officer, the sign shall
include the unit or communitization
name or number. The authorized offi-
cer may also require the sign to in-
clude the name of the Indian allottee
lessor(s) preceding the lease serial
number. In all cases, individual well
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